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STONE & FIRE
O U T D O O R  L I V I N G

Light up the Nights





WOOD vs. GAS
FACTORS TO CONSIDER IN YOUR DECISION-MAKING PROCESS

Installation Time
Hotter Fire
More Affordable
Better Experience
No Contractor Needed

Wood Fire Pits

Fire up the Good Times

Clean Burning
Easy to Start
Runs Continuously
Quick Shut-off
Fewer Fire Hazards

Gas Fire Pits

Our wood-burning fireplace and fire pit 
kits have been a best seller every year. 
Warm up your back yard or patio with 
one of these stone fire pits. 

Choose from various colors in either a 
round or square shape. These kits are 
designed to install quickly and easily for 
your convenience.

Stonewood Products is proud to offer 
an excellent selection of easy to  
assemble DIY gas fire pit kits. 

These fire pits are pre-fabricated, and 
ready to go in both natural and  
propane powered fire pit kit options 
and range from classic low profile to 
table chat height.



Upgrade to our Bayview  
gas-powered fire pit!  
Convenient to operate, this fire 
pit turns on and off with the push 
of a button.

Burns at 100,000 BTU

Requires 80lbs. of fire glass 
Fire glass not included, see accessories page

Stone Fire Pit Kits
Bayview

Inside Diameter: 30”
Outside Diameter: 43”
High Tide Height: 16”
Low Tide Height: 12”
Insert Dimensions: 30.2”

ROUND PIT SPECS COLOR OPTIONS BLOCK SIZE

Vineyard Blend Quarry Blend

Our Sandy Neck Fire Pit Kits have been a best seller 
every year. Warm up your back yard or patio with 
one of these stone fire pits. These kits are designed 
to install quickly and easily for your convenience.

6.5”

12”

4”

20 LBS EACH

Sandy Neck

PROPANE OR  
NATURAL GAS
$1,999
(4 Layers/44 Stones)

HIGH TIDE
(4 Layers/44 Stones)

$509

LOW TIDE
(3 Layers/33 Stones)

$459

Upgrade

Cape    FireCod Pits



Stone Fire Pit Kits
Smokeless

Inside Dimensions: 28” x 28”
Outside Dimensions: 44” x 44”
High Tide Height: 16”
Low Tide Height: 12”
Insert Dimensions: 27 7/16”

SQUARE PIT SPECS COLOR OPTIONS BLOCK SIZE

Choose from various color in either a round or 
square shape. Enjoy the outdoors on a brisk night or 
just to keep the party going longer into the evening 
so you can extend the days and light the nights. 

Enhance your fire pit experience 
by greatly reducing smoke with  
our smokeless upgrade! Easy to 
DIY!

“Smoke blows towards beauty” 
  –Those who lack the smokeless ring

7.75”

12”

4”

25 LBS EACHVineyard Blend Quarry Blend

Cahoon Hollow

HIGH TIDE 
ONLY

$1,099
(4 Layers/44 Stones)

HIGH TIDE
(4 Layers/48 Stones)

$539

LOW TIDE
(3 Layers/36 Stones)

$489

Upgrade

Must Have!

Cape    FireCod Pits



Fire Tables
Our modular templates allow you to completely customize your gas fire pit in 3 easy steps.

Choose Your Shape1

Choose Your Stone2

SQUARE • Custom Order
• Standard Size: 36” x 40”
• Includes Engineered Modular, 
    Ring + Fire Pan
• 24 SF stone veneer needed 

ROUND • Ready to go
• Best Seller: 48” x 16”
• Includes Engineered Modular, 
    Ring + Fire Pan
• 36 SF stone veneer needed

RECTANGLE CUSTOM
• Custom Order 
• Best Seller: 60” x 24” x 18”
• Includes Engineered Modular, 
    Ring + Fire Pan
• 21 SF stone veneer needed

• Custom Order
• Best Seller: 48” x 18”
• Includes Engineered Modular, 
    Ring + Fire Pan
• 20 SF stone veneer needed

COPING VENEER

Custom Stone Fire Pits

Huge Selection!
Grab a Stone Veneer 
booklet for a list of 
our many offerings

Chatham Blue Granite

Bluestone

Salt & Pepper Granite

No Coping

Best Seller!



We offer all durable high quality components from push button or remote start to  
galvanized spark screens. Choose from the biggest selection of glass to match your  

outdoor living space and surrounding stone designs.

Finishing Touches and Accessories3

Best Sellers: 25”, 31”, 37”, and 43”

BURNER + PANS

SPARK SCREENS

Stay worry-free around your Gas Fire Pit with our 
spark/safety screen!

Conveniently power on your gas fire pit with a  
match-lit starter, fire pit push-start, or remote starter!

GLASS WIND GUARDS

Designed for style and safety, these glass wind 
guards are the perfect accessory to your gas fire 
pit. Made of durable tempered glass to reduce 
flame disturbance.
Not available for all fire pits.

TANK COVERS 

Hide an unsightly tank for your fire pit under a 
matching tank cover. 

Doubles as a small table!

STARTER

Not available for all fire pits.

Clear Pacific BlueBlackStarfire Lava StonesLava RocksAzuriaCobalt

FIRE GLASS
Gas Firepits usually require a minimum of 40lbs of Fire Glass (4 Containers)

Accessories



THE CONTRACTOR SERIES THE STANDARD SERIES

NOTE:  Concrete footing recommended — check local codes for details. High temp. mortar needed.

BASIC DIFFERENCES

FINISHING SPECS
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DIMENSIONS

Size / Style
Buckets 

for 
Assembly

Buckets 
for 

Veneer
Sq. feet of 

Veneer
LF of Veneer 

Corners 
Needed

Firebrick 
Splits 

Required

36" Contractor 4 4 85 26 85

36" Standard 4 5 100 32 85

48" Contractor 5 5 109 26 105

48" Standard 5 6 125 32 105

Note:  All finishing specifications are approximate, and do not include waste.

Overall height:  73.5" Overall height:  77.5" Overall height:  98.4" Overall height:  102.75"

3 Chimney Extensions
4 Chimney Extensions,  

Hearth • Risers 18"H • Firebrick

SET TIME:   
For proper curing, please wait a mini -
mum of 28 days before lighting any fire 
in pizza ovens, fireplaces and fire pits.

ARCHED LINTEL:  
All Contractor and Standard fireplaces 
come standard with an ARCHED lintel.

ACCESSORIES

 Flue 
      Extensions

 Fireplace   
Opening 
Height 
Extensions

 Wood 
      Storage 
      Boxes

Outdoor Fireplaces

High Temp.
All Purpose 
Mortar 
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Fire TablesOutdoor Fireplace Kits

SET TIME: 
For proper curing, please wait a minimum 

of 28 days before lighting any fire in 
pizza ovens, fireplaces, and fire pits.

Size/Style
Buckets

for
Assembly

Buckets
for

Veneer

Sq. feet of
Veneer

LF of Veneer
Corners
Needed

Firebrick
Splits

Required

High Temp.  
All-Purpose 
Mortar

36” Wood Storage Box

36” Contractor 

36” Standard 

48” Contractor 

48” Standard

36” Wood Box
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5

5
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4
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Coping

DON’T FORGET...

NOTE: All finishing specifications are approximate,  
and do not include waste.

STANDARD
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